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Solve the problem of noise transfer in high density accommodations with 
Resilmount. Our Resilient mount clips provide acoustic control by locking 
into place on standard furring channels for easy construction and effective 
solutions to unwanted noise. Resilmount clips isolate wall and ceiling systems 
from the building structure resulting in premium acoustic control.

UNIQUE PATENTED THERMOPLASTIC RUBBER 
WITH SOUND CELL DESIGN

AU Patent 2007226819
US Pending Patent 12/825,100

DEAD LOAD: 55 lbs.
Acoustic Load: 36 lbs.

Low profile 
of only 3/8"

3 3/16”

 5/8”
1 1/16”

Resilmount Sound Isolation Solutions are a division of Studco Building Systems, a 
leading manufacturer of innovative building materials. Resilmount offers a range of 

patented sound isolation products for the wall and ceiling industry.

A237R

1/4" diameter hole for 
a variety of fasteners.

Strong column design 
provides a smaller surface 
area of contact with the 
building structure.

Resilmount’s unique 
thermoplastic rubber 
outperforms standard rubber 
because of its absorbing 
characteristics.

Equipped with engineered 
pre-attached fire rated 
washer for faster 
installation.

Sound cells to absorb and 
break up airborne sound.
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With over 100 UL Ratings and other third 
party testing, the Resilmount A237R 
clip is suited for use in high density 
accommodations and many more 
applications in sound control

These ratings enable Resilmount to 
be used in many fire rated acoustic 
applications for sound proofing walls and 
ceilings. 

Please contact us with your project and 
we will assist you in choosing the right 
assembly.

FIRE TESTING

ISO 9001 Quality Management System 
The quest for optimum quality never ends at Studco. The consistency of our quality is one of the cornerstones of 
Studco’s reputation as a reliable supplier of metal building systems.
In order to achieve dependable quality in our products and service, Studco Building Systems is certified to ISO 9001 
Quality Management System. This internationally recognized benchmark of quality is rigidly applied to all facets of our 
operations, ensuring premium quality products and premium customer service at all times. Customers can be certain of 
the quality of Studco’s products because of the stringent controls we impose on our production processes.

ISO 14001 EMS Certification
The management team at Studco have long held the view that caring for the environment is a corporate 
responsibility. In fact, responsibility of and caring for the environment in which we live is a Studco hallmark which is 
promoted at every level of our business. Our commitment to sensible environmental responsibility and corporate 
accountability is evident in our ongoing certification to the internationally recognized benchmark standard ISO 
14001:2015 environmental management system.

QUALITY ASSURANCE AND ENVIRONMENTAL POLICY

Type RESILMOUNT Sound Isolation Clip - Type A237R for 
use in Design Nos. G501, G502, G503, G504, G505, G507, G510, 
G512,G524, G525, G534, G551, G552, G561, G565, G578, 
L502, L505, L510, L511, L513, L514, L516, L518, L521, L523, 
L528, L532,L534, L542, L546, L547, L550, L562, L563, L569, 
L570, L573, L574, L576, L577, L579, L582, L585, L587, L589, 
L590, L593, M501,M502, M506, M508, M509, M510, M514, 
M523, M531, P519, P522, P538, P545, P547, P556, P565, P571, 
U301, U305, U309, U311,U320, U331, U334, U340, U341, U342, 
U344, U356, U415, U419, U423, U440, U411, U417, U421, U451, 
U453, U455, U465, U473,U493, U524, U910, U914, V310, V323, 
V324, V438, V455, V469, V478, V481, V488, V489, V490, V496, 
V498, W419, W425, W440.

UL & Intertek 
Listed

Resilmount’s sound isolation 
mounts have been tested in 
order to meet the required 
acoustic performance.
A range of testing and 
acoustic opinions are available 
upon request, please contact 
sales@resilmount.com for 
further information.

SOUND TESTING

ACOUSTIC CONSULTING

www.pka.com.au
Tested according to ASTM Standards
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3 PART SPECIFICATION GUIDE

Specifier Notes: This product guide specification is written according to the Construction Specifications Institute (CSI) 3 -Part 
Format, including MasterFormat, SectionFormat, and PageFormat, contained in the CSI Manual of Practice.
This section must be carefully reviewed and edited by the architect to meet the requirements of the project and local building 
code.  Coordinate this section with other specification sections and the drawings.

Delete all “specifier notes” when editing this section.

PART 1 GENERAL
1.1	 GENERAL REQUIREMENTS

A. A237R installed with drywall furring channels for support of gypsum board for noise control (de-coupling) in walls and 
ceilings.

B. Work of this Section, as shown or specified, shall be in accordance with the requirements of the Contract Documents.

SECTION 09 22 16

NON STRUCTURAL METAL FRAMING

1.2	 SECTION INCLUDES

A. Work of this Section includes all labor, materials, equipment and services necessary to complete the non structural 
metal framing acoustical accessories as shown on the drawings and/or specified herein, including, but not limited to, the 
following:

1. Resilient sound isolation clips install between the ceiling and steel or wood framing, mechanical items, or other 
mounting methods for noise control (de-coupling) in walls, floors, ceilings, and other spaces.

1.3	 SECTION INCLUDES

A. Section 05400 – Cold-Formed Metal Framing.

B. Section 061100 – Wood Framing.

C. Section 072100 – Thermal Insulation

D. Section 079219 – Acoustical Sealants.

E. Section 092216 – Non-Structural metal Framing.

F. Section 092900 – Gypsum Board.

G. Section 095100 – Acoustical Ceilings.

H. Section 098100 – Acoustic Insulation.

1.4 SYSTEM DESCRIPTION

A. Gypsum board shall be attached to sound isolation clip to isolate the material from the wall or ceiling structure.  This 
resilient attachment substantially reduces sound transmission through the wall or ceiling.

B. Dead of Shear Load: Allowable Acoustical Design Load of thirty-seven (37) pounds per each A237R.

SECTION 09 22 16
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1.5 SUBMITTALS

A. Comply with Section 013300 - Submittal Procedures.

B. Product Data: Submit manufacturer’s product data and installation instructions.

1. Resilient sound isolation clips.

2. Drywall furring channels.

C. Samples: Submit manufacturer’s samples.

1. Resilient sound isolation clips

2. Drywall furring channels.

D. Warranty: Submit manufacturer’s standard warranty for resilient sound isolation clips.

E. Submit product data

1. Catalog cut sheet. 

2. Sound Transmission Loss Test Report per ASTM E90

a. Documenting a minimum 55-58 wall assembly for a stud wall with one layer of 5/8 in. gypsum board on each side. 

3. Wall Sound Transmission Loss Test Report per ASTM E90

a. Documenting a minimum 58-63 wall assembly for a stud wall with two layer of 5/8 in. gypsum board on each side.

4. Ceiling Sound Transmission Loss Test Report per ASTM E90

a. Documenting a minimum 50-58 ceiling assembly with one layer of 5/8 in.

b. Documenting a minimum 50-63 ceiling assembly with two layer of 5/8 in.

5. Sound test reports must be from an independent laboratory accredited by the National Institute of Standards and 
Technology (NIST) under the National Voluntary Laboratory Accreditation Program (NVLAP).

6. Submit fire rated classification of materials.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Delivery: Deliver materials to site in manufacturer’s original, unopened containers and packaging, with labels clearly 
identifying product name and manufacturer.

B. Storage: Store materials in clean, dry area indoors in accordance with manufacturer’s instructions.

C. Handling: Protect materials during handling and installation to prevent damage.

PART 2 PRODUCTS
2.1	 MANUFACTURER

A. Provide product listed below by Studco

1. Resilmount A237R – Thermoplastic rubber resilient attached to 0.047” metal clip.

2. Manufacturer: Studco Building Systems, Webster, NY 14580.  Toll Free (800) 675-8023. Phone (585) 545-3000. 
Website www.resilmount.com. E-Mail: sales@studcosystems.com

3. Rubber Isolator:

a. Natural organic or man-made rubber compounds.

b. Molded to isolate ferrule from clip.

c. Minimum of 16 micro-vibration controlling pedestals at point of contact with framing member.
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4. Clip: Galvanized or aluminum-zinc coated steel, 18 gauge.

5. Ferrule: Zinc-electroplated steel.

6. Projection: 1-5/8 inches from supporting structure, when 7/8-inch drywall furring channels are used.

B. Drywall Furring Channels (Hat Track):

1. Material: Cold-formed galvanized steel.

2. Conformance:

a. AISI Specifications for Design of Cold-Formed Steel Structural Members.

b. ASTM C 645

c. ASTM C 754

3. Designation: Steel Stud Manufacturers Association (SSMA) Code 087F125-18 (25 gauge).

a. Size: 0.0179 inch (0.53 mm) thick, 7/8 inch (22.2 mm) height, 2-11/16 inches (68 mm) width.

C. Acoustical Sealant: Flexible, non-hardening. As specified in Section 07920.

D. Fire/Smoke Sealant: Flexible, non-hardening. Classified as an acoustical sealant. As specified in Section 07920.

E. Putty Pad Sealant: Control noise transmission and fire resistance at electrical boxes and other penetrations.  As 
specified in Section 07920.

PART 3 EXECUTION

3.1	 EXAMINATION

A. Examine areas to receive materials.  Notify Architect if areas are not acceptable.  Do not begin installation until 
unacceptable conditions have been corrected.

3.2	 INSTALLTION - GENERAL

A. Install resilient sound isolation clips in accordance with manufacturer’s instructions.

B. Mechanically fasten resilient sound isolation clips to structure with screws, bolts, or expansion anchors, dependent upon 
structure.

C. Fire-Resistive Design Assemblies:

1. Do not arbitrarily add resilient sound isolation clips to fire-rated assemblies.

D. Space resilient sound isolation clips at maximum of 24 inches (600 mm) on center for walls.

E. Do not exceed design load (pull and shear) of each isolation clip.

F. Space clips under or near vertical framing members.

G. Flanking Noise:

1. Review installation details to prevent structure-borne flanking noise.

2. Do not allow framing to come in contact with ceiling or walls to reduce flanking paths for noise

H. Ensure metal ferrule of resilient sound isolation clips is in firm contact with structural member.

I. Acoustical Sealant:

1. Seal potential air leaks with acoustical sealant to achieve best Field Sound Transmission Class (FSTC).

2. Seal electrical outlets and penetrations with acoustical sealant.

3. Apply fire-rated acoustical sealant at locations where fire-rated assembly is required
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3.3 INSTALLATION - WALLS

A. Install drywall furring channels perpendicular to framing members.

B. Space drywall furring channels maximum of 24 inches (600 mm) on center.

C. Locate first drywall furring channel parallel to floor and maximum of 3 inches (75mm) above floor and 1 drywall furring 
channel maximum of 6 inches (150mm) from ceiling.

3.4 INSTALLATION - CEILINGS

A. Install drywall furring channels perpendicular, parallel, or angular to framing members.

B. Space drywall furring channels

1. Maximum of 24 inches (600 mm) on center with

a. Single layer of 5/8-inch (16 mm) gypsum board

b. Double layer of 5/8-inch (16 mm) gypsum board, weighing less than 2.3 pounds per square foot per layer.

c. Single layer of ½-inch (12 mm) high-strength gypsum board

d. Double layer of ½-inch (12 mm) high-strength gypsum board

2. Maximum of 16 inches (400 mm) on center with:

a. Double layer of 5/8-inch (16 mm) gypsum board.

b. Single layer of ½ inch (12 mm) regular-strength gypsum board

c. Double layer of ½ inch (12 mm) regular-strength gypsum board

C. Locate A237R maximum of 8 inches (200 mm) from ends of drywall furring channels.

D. Locate drywall furring channels maximum of 3 inches (75 mm) from parallel wall assemblies.

END OF SECTION
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FEATURES
• Engineered thermoplastic rubber outperforms standard rubber 

because of its sound absorbing characteristics.

• A237R can be used with any wood, steel, CMU or concrete 
application.

• A237R decouples gypsum board from the structure.

• A237R is UL approved in 118 wall and ceiling assemblies.

• Consistent and reliable quality – manufactured under ISO 9001 
quality control system.

• Resilmount is the most cost effective way to isolate airborne 
noise.

• A237R clips can be used to suit 7/8” and 1 1/2” furring channels.

• A237R are provided with a 1/4” hole for a variety of fasteners.

APPLICATION
Resilmount A237R™ are an engineered, patented acoustic 
resilient mounting bracket for Studco furring channels, for 
reducing airborne vibration and structure-borne vibration in 
wood, steel and concrete wall and ceiling applications.

DYNAMIC CHARACTERISTICS
Resilmounts patented thermoplastic rubber outperforms 
standard rubber because of its unique natural absorbing 
characteristics. Resilmounts unique sound cell design guards 
against structure borne vibrations transferring into the body of 
the resilmount because of its strong column design providing a 
small percentage of contact surface area with the structure or 
substrate it is fastened to. This aids in absorbing and breaking 
up airborne sound at its transfer point.

INSTALLATION NOTES

• A237R to be fastened to structure with a minimum #8 screw  
   or masonry sleeve anchors.

  (See fasteners manufacturers specifications).

• Load capacity: 55 lbs. maximum dead load.

• Maximum spacing of clips on furring channel is 48”.

• Spacing between furring channels should not exceed 24”.
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FURTHER ASSISTANCE
Contact the technical engineering team at Studco Technical 
Services for assistance with specifications, product selection, 
acoustic engineering and structural engineering enquiries.
Tel: 800.675.8023 or email sales@resilmount.com

WARRANTY
This product is covered by a year guarantee. Conditions and 
limitations of guarantees and warranties are set out in Studco 
Project Guarantee certificate.

RELATED PRODUCTS

A237 Direct Fix Furring Channel Clip
A237CR CRC Channel to Furring Channel Sound Isolation Clip
A237BR Bar Joist to Furring Channel Sound Isolation Clip

ACCREDITATION/CERTIFICATION

Technical Drawing

Accreditation

Photo

Related products

Dynamic Characteristics

Installation Notes

Features

Warranty

Further Assistance

Ordering Information

Description

Application

??

??

??

SPECIFICATIONS

*Height of rubber on top of clip

Code Clip Height Metal Thickness Clip
Width x Length

Height 
of rubber

A237R 1 1/16” 0.047” 1 3/8” x 3 1/16” 3/8”
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1

1

2

2

A A

B B

© Copyright Studco Building Systems 2010.  This drawing is covered by copyright and IP protection and remains the property of Studco Building Systems at all times.  Do not scale drawings.  If in doubt, please ask.  Always 
confirm currency of drawing prior to installation.  All designs and specifications should be confirmed by the project engineer prior to installation.  Steel stud systems, concealed ceiling systems and all other steel sections noted 
are to be manufactured by Studco Building Systems unless noted otherwise.  Design and installation to be in accordance with EZY-JAMB Installation Instructions, except where expressly specified otherwise.  Error and 
omissions excepted.

STUDCO BUILDING SYSTEMS
1700 Boulter Industrial Parkway

Webster, NY 14580
Phone: 800-675-8023

sales@studcosystems.com

DRAWING: DRAWN BY: DATE: REVISION:

SHEET:
 MGOETZ 4/23/2024

1  of 1 
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PRODUCT DIMENSIONS
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Wall Framing Wall Board Insulation Part # UL Assembly Fire Rating STC OITC

Metal 1 Layer Type X Gypsum Wallboard R-19 A237R U419, U423 1HR 57 N/A

Metal 2 Layer Type X Gypsum Wallboard R-19 A237R U419, U423 2HR 63 N/A

3-5/8” Metal Studs 1 Layer/2 Layer Clip Side (Type C) R-19 A237R U419, U423 1HR 59 46

3-5/8” Metal Studs 2 Layer both Sides with Green Glue (Type C) R-19 A237R U419, U423 2HR 60 50

3-5/8” Metal Studs 1 Layer/2 Layer Clip Side with Green Glue (Type C) R-19 A237R U419, U423 1HR 58 46

6” Metal Studs 1 Layer Both Sides (Type C) R-19 A237R U419, U423 2HR 58 43

6” Metal Studs 1 Layer/2 Layer Clip Side (Type C) R-19 A237R U419, U423 1HR 60 47

6” Metal Studs 2 Layer both Sides with Green Glue (Type C) R-19 A237R U419, U423 2HR 60 52

6” Metal Studs 1 Layer/2 Layer Clips Side with Green Glue (Type C) R-19 A237R U419, U423 1HR 59 47

Wall Framing Wall Board Insulation Part # UL Assembly Fire Rating STC OITC

Wood 1 Layer of Type X Gypsum Wallboard R-19 A237R U305 1 HR 55 N/A

Wood Multiple Layers of Type X Gypsum Wallboard R-19 A237R U305 1 HR 56 N/A

Wood Multiple Layers of Type X Gypsum Wallboard R-19 A237R U305 1 HR 59 N/A

Wood 2 Layers of Type X Gypsum Wallboard R-19 A237R U305 2 HR 60 N/A

3-1/2" Wood Studs 1 Layer/2Layer Clip Side (Type C) R-19 A237R U305 1 HR 56 42

3-1/2 " Wood Studs 2 Layer both Sides with Green Glue (Type C) R-19 A237R U305 1 HR 59 49

3-1/2" Wood Studs 2 Layer both Sides, 1 Side with Green Glue (Type C) R-19 A237R U305 1 HR 59 49

3-1/2" Wood Studs 1 Layer/2 Layer Clip Side with Green Glue (Type C) R-19 A237R U305 1 HR 58 45

5-1/2" Wood Studs 1 Layer both Sides (Type C) R-19 A237R U305 1 HR 57 42

5-1/2" Wood Studs 1 Layer/2 Layer Clip Side (Type C) R-19 A237R U305 1 HR 61 46

5-1/2" Wood Studs 2 Layer both Sides (Type C) R-19 A237R U305 1 HR 65 50

5-1/2" Wood Studs 2 Layer both Sides, 1 Side with Green Glue (Type C) R-19 A237R U305 1 HR 64 50

5-1/2" Wood Studs 2 Layer both Sides, 1 Side with Green Glue (Type C) R-19 A237R U305 1 HR 62 47

A237R SOUND ASSEMBLIES ON METAL STUD FRAMING		

A237R SOUND ASSEMBLIES ON WOOD STUDS		
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Floor- Ceiling 
Applications

Wall Board Insulation Part # UL Assembly Fire Rating STC IIC

Wood I-Joist I Layer of T ype C Gypsum Wallboard R-19 A237R L570 1 HR 59 50

Wood I-Joist 2 Layers of Type C Gyspum Wallboard R-19 A237R L570 1 HR 60 56

Wood I-Joist 2 Layers of Type C Gypsum Wallboard R-13 A237R L570 1 HR 56 50

Wood I-Joist 2 Layers of Type C Gypsum Wallboard and Resilmat R-13 A237R L570 1 HR 56 55

Open Web Truss 2 Layers of Type C Gypsum Wallboard R-13 A237R L528 1 HR 57 51

Open Web Truss 1 Layer of Type C Gypsum Wallboard R-13 A237R L528 1 HR 54 44

Open Web Truss 1 Layer of Type C Gypsum Wallboard R-13 A237R L585 1 HR 54 47

Open Web Truss 1 Layers of Type C Gypsum Wallboard R-13 A237R L521 1 HR 58 49

Open Web Truss 2 Layers of Type C Gypsum Wallboard R-13 A237R L521 1 HR 56 54

Wood Truss 2 Layers of Type C Gypsum Wallboard R-13 A237R L502 1 HR 50 41

10” Steel C Joist 2 Layers of Type C Gypsum Wallboard R-13 A237R N/A 1.5 HR 65 60

A237R SOUND ASSEMBLIES ON FLOOR AND CEILING APPLICATIONS			 
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A237R SPECIFICATIONS
Width:	 1-3/8”
Height (including rubber): 	 1-1/16” 
Length: 	 3-3/16” 
Max spacing between clips: 	 48” OC
Acoustical Design Load: 	 37Lbs.
Thickness added to wall: 	 1 5/8”

FASTENERS
Wood: # 8 x 2-1/2” Coarse Threads (A)

Steel: #8, #10 or #12 x 1-5/8” Self Tapping Type S (B)

Concrete: 3/16” x 2-1/4” Anchor Screws  (C)

DO NOT fasten Resilmount clips to framing members 
with nails. Use only approved screws.

METAL FURRING CHANNEL 
SPECIFICATIONS: 
Minimum: 25 Gauge with hemmed edge
Depth: Max. 7/8” or 1 1/2” (15 mil.) 
Width at top: Max. 1 1/4” (15 mil.) 
Width flange to flange: Min: 2 1/2” Max: 2 5/8”
When splicing metal furring channel overlap 6 
inches in between two Resilmount clips. Secure the 
channel with two 7/16” framing screws or 18 Gauge 
tie wire can be used.
Splicing: Furring channel splicing should take place 
between the clips.

SPECIFICATIONS

*Height of rubber on top of clip

Min: 2 ½”  Max: 2     ”

1 ¼” 

7/8” 

5/8 

or 1 ½” 

A

B

C

FC sizing: 	 Min: 2 1/2”
	 Max: 2 5/8”

Code Clip Height Metal Thickness Clip
Width x Length

Height 
of rubber

A237R 1 1/8” 0.047” 1 3/8” x 3 1/8” 3/8”
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CEILING INSTALLATION GUIDE

INSTALLATION NOTES
• Resilmount A237R shall not exceed 48” on center

• Spacing between metal furring channels shall not exceed 24”

• Fasten the Resilmount A237R to the substrate with a fastener 
approved for a minimum pull-out and shear of 120 Lbs.

• Locate the first row of A237R within 6 inches of one wall and 
within 6 inches of the opposite wall

• Metal Furring Channels are installed perpendicular to the 
joists.

• Install the gypsum board leaving 1/8” - 1/4” thick gap around 
perimeter to be filled with acoustical caulk.

• Caulk around the entire perimeter of the gypsum board.

STEP 1

Review layout guidelines before starting installation of walls or 
ceilings (see Page 13). We suggest installing the ceiling first, 
before installing the walls.

STEP 2

Space Resilmount A237R so not to exceed 48” OC. Secure 
clips with a single fastener through the middle screw hole in the 
clip.

Wood: Use #8 x 2-1/2” coarse thread screws

Steel: Use #8, #10, or #12 x 1-5/8” Type s Self tapping screws

Concrete: Use 3/16” x 2-1/4” Tapcon or equal anchor

STEP 3

Snap metal furring channel into Resilmount A237R.
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WALL INSTALLATION GUIDE

WALL INSTALLATION GUIDE

INSTALLATION NOTES
• Resilmount A237R shall not exceed 48” on center

• Spacing between hat channels shall not exceed 24”

• Fasten the Resilmount A237R to the substrate with a fastener 
approved for a minimum pull-out and shear of 120 Lbs.

• Locate the bottom row of Resilmount A237R within 3” of the 
floor. (May be adjusted lower to accomodate installation of 
baseboard)

• Metal Furring Channels are installed horizontal to the floor.

• Use a level to ensure that Resilmount A237R and furring 
channels are installed horizontal and level

• Install the drywall vertically from the bottom up leaving a 
1/8” - 1/4” thick gap around perimeter of wall to be filled with 
acoustical caulk. Caulk around the entire perimeter of the 
gypsum board.

Step 1
Review layout guidelines before starting installation of walls or 
ceilings (see Page 13). We suggest installing the ceiling first, 
before installing the walls.

Step 2
Space Resilmount A237R so not to exceed 48” OC. Secure 
clips with a single fastener through the middle screw hole in the 
clip.

Wood: Use #8 x 2-1/2” coarse thread screws

Steel: Use #8, #10, or #12 x 1-5/8” Type s Self tapping screws

Concrete: Use 3/16” x 2-1/4” Tapcon or equal anchor

Step 3
Snap metal furring channel into Resilmount A237R. 
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LOAD SPECIFICATION FOR A237R

WALL INSTALLATION GUIDE continued

Step 4 

The Floor Shims are critical to ensure best results. Place 1/4” 
shims on floor in front of sole plate. Install the first row of drywall 
vertically against the wall. Attach drywall to channel following 
local building codes.

Note: Only remove the shims after all the gypsum board is 
completely screwed to all furring channels.

Step 5
Use acoustical caulk around the entire perimeter of each wall.

Average Labor rates
A237R: 72 clips per man hour
Furring channel: 550 LF per man hour

Resilmount Clips are designed to carry furring channel with 
one or more layers of gypsum wallboard attached. The 
load compacity of the clips depends on the gauge of the 
hat channel used.

25 Gauge furring channel carries less load that 20 Gauge 
channel and performs better acoustically. The maximum 
design load capacity for the Resilmount Clips in shear (Wall 
Application) or in tension(Ceiling Applications) as follows. 
Design load calculations are based on testing loading to 
failure where the furring channel deforms.

*Suggested safety factor of 2.5:1 for more critical life safety applications.

Note:	 5/8” thick gypsum wallboard weighs 2.3 lbs/sq ft.
	 1/2” thick gypsum wallboard weighs 1.6 lbs/sq ft.

Maxium Load for Wall & Ceiling 2:1 Safety
Factor

2.51 Safety 
Factor

Resilmount Clips w/25 gauge hat channel 45 lbs 36 lbs

Resilmount Clips w/22 gauge hat channel 60 lbs 48 lbs
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LAYOUTS ON WOOD AND METAL STUD WALLS & CEILINGS

24” FC: (sqft) x 0.6 = Furring Channel Lineal Footage / 16” OC is @ (x 0.8)

A237R: (Sqft) ÷ 4.5 = Average Qty of Clips needed (24 x 48)

Layouts for studs at 24” OC with 1 or 2 layers of Gypsum Board

Layouts for studs at 16” OC with 1 or 2 layers of Gypsum Board

A50R CLIPS AT 24" 
x 48"

6" 24"

48"

6"
24

"

48"

CR CLIPS AT 16" x 
48"  OC

CR CLIPS AT 24" x 
48" OC

6"
16

"

48"

6"
24

"

20’

10’

48"

A237R / MBF / MBFS 
CLIPS AT 24" x 48" 

OC

6"
24

"

48" 16"

A237R / MBF / MBFS 
CLIPS AT 16" x 48" 

OC

24"

A50R CLIPS AT 24" 
x 48"

6" 24"

48"

6"
24

"

48"

CR CLIPS AT 16" x 
48"  OC

CR CLIPS AT 24" x 
48" OC

6"
16

"

48"

6"
24

"

20’

10’

48"

A237R / MBF / MBFS 
CLIPS AT 24" x 48" 

OC

6"
24

"

48" 16"

A237R / MBF / MBFS 
CLIPS AT 16" x 48" 

OC

24"
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WIDTH
1'  to 4' 5' to 8' 9' to 12' 13' to 16' 17' to 20' 21' to 24' 25' to 28' 29' to 32' 33' to 36' 37' to 40'

1' to 2' 4 7 9 11 13 15 17 19 21 23
3' to 4' 6 10 13 16 19 22 25 28 31 34
5' to 6' 8 14 18 22 26 30 34 38 42 46
7' to 8' 10 17 22 27 32 37 42 47 52 57
9' to 10' 12 21 27 33 39 45 51 57 63 69

11' to 12' 14 24 31 38 45 52 59 66 73 80
13' to 14' 16 28 36 44 52 60 68 76 84 92
15' to 16' 18 31 40 49 58 67 76 84 93 102
17' to 18' 20 35 45 55 65 75 85 95 105 115
19' to 20' 22 38 49 60 71 82 93 104 115 126
21' to 22' 24 42 54 66 78 90 102 114 126 138
23' to 24' 26 45 58 71 84 97 110 123 136 149
25' to 26' 28 49 63 77 91 105 119 133 147 161
27' to 28' 30 52 67 82 97 112 127 142 157 172
29' to 30' 32 56 72 88 104 120 136 152 168 184
31' to 32' 34 59 76 93 110 127 144 161 178 195
33' to 34' 36 63 81 99 117 135 153 171 189 207
35' to 36' 38 66 85 104 123 142 161 180 199 218
37' to 38' 40 70 90 110 130 150 170 190 210 230
39' to 40' 42 73 94 115 136 157 178 199 220 241

WIDTH

H
E
I
G
H
T

6 10 13 16 19 22 25 28 31 34

10 17 22 27 32 37 42 47 52 57

14 24 31 38 45 52 59 66 73 80

18 31 40 49 58 67 76 84 93 102

22 38 49 60 71 82 93 104 115 126

26 45 58 71 84 97 110 123 136 149

30 52 67 82 97 112 127 142 157 172

34 59 76 93 110 127 144 161 178 195

38 66 85 104 123 142 161 180 199 218

42 73 94 115 136 157 178 199 220 241
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WIDTH
1'  to 4' 5' to 8' 9' to 12' 13' to 16' 17' to 20' 21' to 24' 25' to 28' 29' to 32' 33' to 36' 37' to 40'

1' to 2' 4 6 8 10 12 14 16 18 20 22
3' to 4' 6 11 14 17 20 23 26 29 32 35
5' to 6' 8 14 18 22 26 30 34 38 42 46
7' to 8' 10 18 23 28 33 38 43 48 53 58
9' to 10' 12 22 28 34 40 46 52 58 64 70

11' to 12' 14 25 32 39 46 53 60 67 74 81
13' to 14' 16 29 37 45 53 61 69 77 85 93
15' to 16' 18 33 42 51 60 69 78 87 96 105
17' to 18' 20 36 46 56 66 76 86 96 106 116
19' to 20' 22 40 51 62 73 84 95 106 117 128
21' to 22' 24 44 56 68 80 92 104 116 128 140
23' to 24' 26 47 60 73 86 99 112 125 138 151
25' to 26' 28 51 65 79 93 107 121 135 149 163
27' to 28' 30 55 70 85 100 115 130 145 160 175
29' to 30' 32 58 74 90 106 122 138 154 170 186
31' to 32' 34 62 79 96 113 130 147 164 181 198
33' to 34' 36 66 84 102 120 138 156 174 192 210
35' to 36' 38 69 88 107 126 145 164 183 202 221
37' to 38' 40 73 93 113 133 153 173 193 213 233
39' to 40' 42 77 98 119 140 161 182 203 224 245

WIDTH

H
E
I
G
H
T

6 11 14 17 20 23 26 29 32 35

10 18 23 28 33 38 43 48 53 58

14 25 32 39 46 53 60 67 74 81

18 33 42 51 60 69 78 87 96 105

22 40 51 62 73 84 95 106 117 128

26 47 60 73 86 99 112 125 138 151

30 55 70 85 100 115 130 145 160 175

34 62 79 96 113 130 147 164 181 198

38 69 88 107 126 145 164 183 202 221

42 77 98 119 140 161 182 203 224 245
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CLIP USAGE GUIDE FOR WALLS & CEILINGS

Studs at 16” OC and Furring Channel at 24” OC.

Studs at 24” OC and Furring Channel at 24” OC.


