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ISO 9001 Quality Management System 
The quest for optimum quality never ends at Studco. The consistency of our quality is one of the cornerstones of 
Studco’s reputation as a reliable supplier of metal building systems.
In order to achieve dependable quality in our products and service, Studco Building Systems is certified to ISO 9001 
Quality Management System. This internationally recognized benchmark of quality is rigidly applied to all facets of our 
operations, ensuring premium quality products and premium customer service at all times. Customers can be certain of 
the quality of Studco’s products because of the stringent controls we impose on our production processes.

ISO 14001 EMS Certification
The management team at Studco have long held the view that caring for the environment is a corporate 
responsibility. In fact, responsibility of and caring for the environment in which we live is a Studco hallmark which is 
promoted at every level of our business. Our commitment to sensible environmental responsibility and corporate 
accountability is evident in our ongoing certification to the internationally recognized benchmark standard ISO 
14001:2015 environmental management system.

QUALITY ASSURANCE AND ENVIRONMENTAL POLICY

Resilmount’s sound isolation 
mounts have been tested in 
order to meet the required 
acoustic performance.
A range of testing and 
acoustic opinions are available 
upon request, please contact 
sales@resilmount.com for 
further information.

SOUND TESTING

ACOUSTIC CONSULTING

www.pka.com.au
Tested according to ASTM Standards

Resilmount Sound Isolation Solutions are a division of Studco Building 
Systems, a leading manufacturer of innovative building materials. 
Resilmount offers a range of patented sound isolation products for the wall 
and ceiling industry.

Solve the problem of noise transfer in high density accommodations with Resilmount. Our Resilient mount clips provide acoustic 
control by locking into place on standard furring channels for easy construction and effective solutions to unwanted noise. 
Resilmount clips isolate wall and ceiling systems from the building structure resulting in premium acoustic control.

UNIQUE PATENTED THERMOPLASTIC RUBBER 
WITH SOUND CELL DESIGN
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SECTION 09 22 16

APPLICATIONS
The Resilmount® A326R Static Deflection Direct-Fix Resilient 
Hanger is most suited to environments where excessive, 
unwanted noise is experienced, and highly sensitive acoustic 
environments. Typical installations include recording studios, 
airports, concert halls, high-rise apartments, performing arts 
centres, and plant rooms.

INSTALLATION NOTES
•	 Suitable for ceiling cavities greater than 9 27/32”. 

•	 Dynamic factor: 1.1

•	 Performance life: less than 3.5% rceep per decade.

•	 In ceiling applications, always check load ratings with 
Resilmount’s engineers prior to installation.

•	 Load capacity: refer to chart on the right.

FEATURES
•	 Thermoplastic rubber outperforms and outlasts natural 

rubber.

•	 Uses Resilmount's patented sound cell technology.

•	 Positive fixing to structure to reduce uplift during 
installation, maintenance and wind.

•	 Can be fixed to concrete, steel or timber structures.

•	 Provides total isolation from structure to ceiling system.

•	 Failsafe against failure of ceiling system in the event of a 
fire.

•	 Resilient element is locked into the bracket using 
Resilmount patented twist-lock technology so unintended 
dislocation of the element is impossible. 

A326R

Resilmount's patented thermoplastc rubber outperforms 
standard rubber because of its unique natural absorbing 
characteristics. Resilmounts unique sound cell design guards 
against structure borne vibrations transferring into the body of 
the resilmount because of its strong column design providing a 
small percentage of contact surface area with the structure or 
substrate it is fastened to. This aids in absorbing and breaking 
up airborne sound at its transfer point. 

DYNAMIC CHARACTERISTICS

LOAD CAPACITY/DEFLECTION
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FURTHER ASSISTANCE
Contact the technical engineering team at Studco Technical 
Services for assistance with specifications, product selection, 
acoustic engineering and structural engineering enquiries. 
Tel: 800 675 8023 or email sales@resilmount.com

SPECIFICATIONS

Code Height Metal Thickness Clip width Height of 
rubber*

A326R 3 5/16” 0.047" 2 1/4” 3/8"

*Height of rubber on top of clip

WARRANTY
This product is covered by a year warranty. Conditions and 
limitations of guarantees and warranties are set out in Studco 
Project Warranty Certificate. 

RELATED PRODUCTS

A237R Furring Channel Sound Isolation Clip
A50R Sound Isolation Ceiling Hangers
A96R Purlin to Furring Channel Sound Isolation Bracket

ACCREDITATION/CERTIFICATION

Quality
Management
System

Environmental
Management
System

A326R CEILING APPLICATION

A326R DIMENSIONS

2 1/4”

3 
5/

16
”
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PRODUCT DIMENSIONS

1

1

2

2

A A

B B

© Copyright Studco Building Systems 2010.  This drawing is covered by copyright and IP protection and remains the property of Studco Building Systems at all times.  Do not scale drawings.  If in doubt, please ask.  Always 
confirm currency of drawing prior to installation.  All designs and specifications should be confirmed by the project engineer prior to installation.  Steel stud systems, concealed ceiling systems and all other steel sections noted 
are to be manufactured by Studco Building Systems unless noted otherwise.  Design and installation to be in accordance with EZY-JAMB Installation Instructions, except where expressly specified otherwise.  Error and 
omissions excepted.

STUDCO BUILDING SYSTEMS
1700 Boulter Industrial Parkway

Webster, NY 14580
Phone: 800-675-8023

sales@studcosystems.com
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A326R SPECIFICATIONS
Width:	   2 1/4”
Height (including rubber): 	  3 5/16”
Max spacing between clips:  48” OC
Acoustical Design Load: 	   110 Lbs.

SPECIFICATIONS

INSTALLATION NOTES
•	 In ceiling applications, always check load ratings with 

Resilmount’s engineers prior to installation.

Code Height Weight Capacity (lbs)

A326R 3 5/16” 110

Structure Fastener Min. embed

Concrete Ø 1/4” masonry sleeve anchor 2 23/64”

Steel - lightweight 12G coarse thread self-drill 
screw

200%

Steel - structural 12G series 500 self-drill screw 200%

Timber 12G type 17 wood screw 1 37/64”

FASTENERS

2 1/4”

3 
5/

16
”
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CEILING INSTALLATION GUIDE

STEP 1
Place wire hanger to the installation location by 
rotating hanger to the left or right. Wire hanger will 
lock into a position so fastener can be inserted 
without interference.

STEP 2
Fix the resilient hanger to structure using 
suitable fixing as per the ‘fasteners’ section of 
this document and in accordance with fastener 
manufacturer’s specifications.

STEP 3
Tighten fastener so that active element of the 
resilient hanger is compressed no more than 
3/64”.

STEP 4
Fold wire hanger back down to centre rest 
position.

STEP 5
Hang ceiling suspension rod through wire hanger 
with min. 4 59/64” fold-down at max. 40 ° from 
vertical plane.

STEP 6
Construct remainder of suspended ceiling 
system in accordance with manufacturer’s 
recommendations.


